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BELL SYSTEM PRACTICES 
Plant Series 


TP177010 SELECTOR MAGNET DRIVER 


WIRING DIAGRAM 


1. GENERAL 


1.01 This section provides the schematic and actual wiring diagram for the TP177010 
selector magnet driver. Refer to an appropriate section for descriptive information. 
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NOTES 


1.) Units wired for 117V 
50/S0cycle operation only. 


2. Selector COS in paraile: fer 


ali conditions of operation. ~ 
/t® ay 5 ey : 
: x) 
3. Strapping for input options: 3 ez | 


.020 Amp. nevira! operation: 
1-2 Open 3-4 Oper 

.06G Amp. neutral operation: 
1-2 Strapped 3-4 Open 

-920 to .030 Amp. polar operation: 
1-2 Open 3-4 Strapped 


4. For normal operation terminals 5 & 4 
are strapped. To “blind” the selec- 
tor (steady marking condition}, CONNECT 
5&6 TO POSITIVE SIDE 
of power supply through A 97 CHM RESISTOS 
AND AUXILIARY CONTROL CONTACTS 
SEE NOTE 9. 


§. Factory Strapping: 1-2, 5~<. 


6. All resistors 5% tolerance unless  ) 
otharwise indicated. 


7. Associated Cables: Used On 
1798861. 1 77010 


178887} 309494 e. 
178602 —-—--- 178601 
178508 i78507 


8, When installing | 78602 Cable” ete — tea 
Assembly AOU SLATE 
LEAD TO TERMINAL & 
AS SHOWN. 

9 !9am28 MOD KIT TO AND 


BLINDING RESISTOR, USED 
ON 198360 SMD.309494 Smo. 


aaa ane 


DOT INDICATES 
n=—-CATHODE END 


i) 
a 


307240 ORIVER USES A 
307284 CARD ih WHICH 
R2 ANORS RESISTORS 
124.0. AND 249 RE- 
SPECTIVELY) ARE REPLACED 
BY A 820 F. RESISTOR, THIS 
PROVIDES FOR A -6 VOLT 
SPACE AND OVWOLT MARK 
INPUT. 


5AAA ARMIES TA Ae 
wi A PIT NEWS Ot Oo 


WIRED FOR POLAR 


OPERATION (OPTION NOTE 


RTS EEC ECRE RR Ma TA 


TO MODEL 28 
SELECTOR MAGNET 


§ 


178841 
TRANSFORMER 


CRrI3 \>) SEE NOTE 7 FOR 
Dy CABLE ASSEMBLY. 
aie POSITIVE SIDE OF POWER 


TO CHASSIS) 


178& ‘9 CAPACITOR (2) 


178859 
we 307244 CARD BLACK 
yp _YSED ON 307240 


TRANSFORMER 
(CRIS) CENTER TAP (4) 


171541 
DIODES 


(IN 1693) 


SEE NOTE 7 FOR 
CABLE ASSEMBLY 


3. SPECIFICATIONS APPLICABLE 
ARE 60.2398 AND 50.0425 


SUPPLY (NOT GROUNDED 


So ata ost meee oe 
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ACTUA\. AND SCHEMATIC 


WIRING DIAGRAM 
FOR SELECTOR MAGNET 
DRIVER ASSEMBLY 


177010, 178507, i78601 
198360, 307240, 30949¢ 
APPROVALS 


prop. no. 4445 WD 


